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ON THE  SUPERFICIAL VISCOSITY  OF  WATER.
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there is no difficulty in obtaining a highly purified surface, upon which motes lie quiescent, almost until struck by the oscillating needle. In agreement with what has been stated above, an expansion of three or four times usually sufficed to convert the ordinary water surface into one upon which superficial viscosity was tending to disappear.
I propose to make determinations of the actual tensions of surfaces contaminated to various degrees; but in the meantime it is evident that the higher degrees of purity do not imply much change of tension*. In the last experiment upon a tolerably pure surface, if we cause the needle to oscillate rapidly backwards and forwards through a somewhat large angle, we can clear away the contamination from a certain area. This contamination will of course tend to return, but observation of motes shows that the process is a rather slow one.
The smallness of the forces at work must be the explanation of the failure to clean the surface in Plateau's apparatus by mere expansion. For this experiment the end wall was removed from the tail-piece (Fig. 3), and a large flexible hoop substituted. By this means, it was hoped that when the whole was placed in the bath it would be possible, by mere expansion of the hoop, to obtain a clean surface in the well. The event proved, however, that the purification did not proceed readily beyond the earlier stages, unless the passage of the contamination through the long channel of the tail-piece was facilitated by wind.
* [1901.    Miss  Pockels'  experiments  (Nature, XLIII. p. 437,  1891)  show  that  this  is  an understatement.    See also Eayleigli, Phil. Mag. XLVIII. p. 331,  1899.]e possible t< render evident still more minute contaminations than that estimated abov< at one-tenth of a micro-millimetre.
